Please consult the manufacturer’s installation manual for all details and requirements before making a final design layout decision.

### Specifications

**Exclaim-50**

*Wood-burning Fireplace*

<table>
<thead>
<tr>
<th>MODEL</th>
<th>FRONT WIDTH</th>
<th>BACK WIDTH</th>
<th>HEIGHT</th>
<th>DEPTH</th>
<th>FIREBOX OPENING</th>
</tr>
</thead>
<tbody>
<tr>
<td>EXCLAIM-50</td>
<td>Actual Framing</td>
<td>Actual Framing</td>
<td>Actual</td>
<td>Rough Opening Framing*</td>
<td>Actual Framing</td>
</tr>
<tr>
<td></td>
<td>50 x 33</td>
<td></td>
<td></td>
<td></td>
<td></td>
</tr>
</tbody>
</table>

*Framing must be filled in to top of front standoff after unit is installed.*
Specifications

PRODUCT LISTING CODES
US UL 127

Additional information can be found online at www.heatnglo.com

Product information provided is not complete and is subject to change without notice. Product installation must adhere strictly to instructions accompanying product to avoid risk of fire and potential injury.

Lakeville, MN         Web: heatnglo.com 
Phone: 888-427-3973   952-985-6000

Grid represents 1" squares

HEADER will sit on top of front standoffs after fireplace is installed.

If interior of chase will be drywalled, add the thickness to this measurement

* Extra space needed (both sides) for outside air connection. If outside air duct has no bend, this dimension may be reduced as long as minimum clearances are met.

** If interior of chase will be drywalled, add the thickness to this measurement

Continuous, non-combustible sealant

Floor constructed of wood or other combustible material

1/2" [13] Micore or equivalent insulation
See Install Manual

PRODUCT LISTING CODES
US UL 127

Additional information can be found online at www.heatnglo.com