Please consult the manufacturer’s installation manual for all details and requirements before making a final design layout decision.

### GDST4336IFT

**See-Through Direct Vent Gas Fireplace**

<table>
<thead>
<tr>
<th>MODEL</th>
<th>FRONT WIDTH</th>
<th>BACK WIDTH</th>
<th>HEIGHT</th>
<th>DEPTH</th>
<th>VIEWING AREA</th>
</tr>
</thead>
</table>

**Additional information can be found online at [www.heatilator.com](http://www.heatilator.com)**
### Specifications

**GM/HTL/GDST4336**

**PRODUCT LISTING CODES**
- CAN CSA 2.33a-2007
- UL307B

**Additional information can be found online at www.heatilator.com**

---

### Minimum Fireplace Clearances

<table>
<thead>
<tr>
<th>Area</th>
<th>To Combustibles</th>
</tr>
</thead>
<tbody>
<tr>
<td>Clearance to Ceiling</td>
<td>31</td>
</tr>
<tr>
<td>Combustible/Non-Combustible Floor</td>
<td>0</td>
</tr>
<tr>
<td>Ends of Appliance</td>
<td>1/2</td>
</tr>
<tr>
<td>Glass Sides of Appliance</td>
<td>36</td>
</tr>
</tbody>
</table>

### Appliance Location

- **36" [914]**
- **1/2" min**
- **1" max**
- **3-1/4" min**

### Wall Penetration

- **36" [914]**
- **3-1/4" min**
- **28"**
- **43-3/4"**

### Leg/Wall Projections

- **36" [914]**
- **10"**
- **12"**
- **42-3/4"**
- **31" [787]**

* Note: Shows center of vent framing hole for top/rear venting. Center of hole is 1" above the center of the horizontal vent pipe.

### Clearances to Combustibles

- **31" [787]**
- **36" [914]**
- **27" [686]**
- **43" [1092]**

### Mantel Projections

- **Note: All measurements in inches**
- **MAX.**
- **MIN.**
- **Top View**
- **Measurements from top edge of the opening**
- **Combustibles**
- **Non-Combustibles**

### Framing Dimensions

- **DVP Pipe - 10" [254]**
- **SLP Pipe - 8-5/8" [219]**