Please consult the manufacturer’s installation manual for all details and requirements before making a final design layout decision.

### Lanai Outdoor Gas Fireplace

**Actual**  
**Framing**

<table>
<thead>
<tr>
<th>MODEL</th>
<th>FRONT WIDTH</th>
<th>BACK WIDTH</th>
<th>HEIGHT</th>
<th>DEPTH</th>
<th>VIEWING AREA</th>
</tr>
</thead>
</table>

*3" minimum under appliance. 6" minimum under appliance with optional drain pan (ODLANAIG-51DP)*

Additional information can be found online at www.fireplaces.com
Specifications

APPLIANCE LOCATION

Note: If this surface is inside the building’s warm air envelope, then this surface must be an exterior wall system.

Franing Dimensions

CLEARANCES TO COMBUSTIBLES

Combustible materials allowed in shaded areas
*36" min. (914 mm) to ceiling

"36" min. (914 mm) to ceiling

4" Cement Board (supplied for minimum height installations)

Combustible Object

*Measured from top of firebox opening

3" minimum under appliance.
6" minimum under appliance with drain pan.

ManTEL PROJECTIONS

36" (914 mm)

8" Cement Board (supplied for minimum height installations)
39-1/2" (1003 mm)

*Measured from top of firebox opening

3" minimum under appliance.
6" minimum under appliance with drain pan.

PRODUCT LISTING CODES

CAN CSA 2.41-2014

Additional information can be found online at www.fireplaces.com

Product information provided is not complete and is subject to change without notice. Product installation must adhere strictly to instructions accompanying product to avoid risk of fire and potential injury.