
Specifications QUARTZ 36 PLATINUM

QUARTZ 36 PLATINUM 
Direct Vent Gas Fireplace

Scan QR code for 
installation manual 
for final dimensions 
and requirements.

MADE IN USA

Model:
(Modèle): 36QUARTZPLA IN

Serial:
(Série):

2643-990

RATING PLATE TICKET

PRO:P16379

Originator:  D. Peters

Date: 7/21

Artwork Size: 5-1/4 in. X (Not including 3/4 in. for bar code)6 in.

Label Material Part #: 100-990

Printing: Datamax Machine

Majestic, a brand of Hearth & Home Technologies
7571 215th Street West, Lakeville, 55044MN

Vented gas fireplace heater - Not for use with solid fuel.
Appareil de chauffage de foyer avec conduit d’évacuation
des gaz – n’utilisez pas avec des combustibles solides.

Type of Gas (Sorte De Gaz):

This appliance must be installed in accordance with local codes, if any; if none, follow the National Fuel Gas Code, Z223.1/ 54, or theANSI NFPA
Natural Gas and Propane Installation Code, B149.1 leCSA . Cet appareil doit être installé conformément aux codes locaux, s’il y a lieu; sinon, suivez
National Fuel Gas Code, Z223.1/ 54, ou le Code d’installation du gaz naturel et du propane (Natural Gas and Propane Installation Code),ANSI NFPA
CSA B149.1.

For a manufactured home ( only) or mobile home installation: This appliance must be installed in accordance with theUSA OEM Standard for
Manufactured Housing, / Z240 Manufactured Home Construction and Safety Standard, Title 24 , Part 3280CAN CSA MH CFR, in Canada; or with the
in the United States; or when such a standard is not applicable, the Standard for Manufactured Home Installations Standard, /ANSI NCSBCS
A225.1/ 501A.NFPA Pour une installation dans une maison préfabriquée (É.-U. seulement) ou dans une maison mobile du constructeur : CeOEM
poêle doit être installé en conformité avec la norme visant les maisons préfabriquées, au Canada; ou avec laCAN CSA MH/ Z240 , Manufactured
Home Construction and Safety Standard, Title 24 , Part 3280 Standard forCFR aux États-Unis; ou, si une telle norme n’est pas applicable, la
Manufactured Home Installations, / A225.1/ 501A.ANSI NCSBCS NFPA

INSTALLATION MANUAL OWNER MANUAL’S

MH28669

CSA / ANSI Z21.88-2019 · CSA 2.33-2019

CAN/CSA- P.4.1-15 · FE: 54.9%

Minimum Permissible Gas Supply for Purposes of Input Adjustment.
Approved Minimum (De Gaz) Acceptable............................. in. w.c. (Po. Col. d’eau)..5.0
Maximum Pressure (Pression) ........................................... in. w.c. (Po. Col. D’eau)...10.0
Maximum Manifold Pressure (Pression) ................................ in. w.c. (Po. Col. d’eau)3.5
Minimum Manifold Pressure (Pression) ................................. in. w.c. (Po. Col. d’eau)1.0
Total Electrical Requirements: 120Vac, 60Hz., less than 12 Amperes

USA CANADA
ALTITUDE FT FT:.............................0-2000 . ..............0-4500 .
MAX INPUT BTU. /h...............30,500.....................30,500
MIN INPUT BTU. /h ................ 00.....................15,0 15,000
ORIFICE SIZE DMS DMS.......................#37 ................#37

For use only with barrier(s):  N’utiliser qu’avec la (les) barrière(s) :

CRD DBM36 36

Follow installation instructions. Suivre les instructions d'installation.

NATURAL GAS

Created/added codes 8/2/21QR

15-7/8" [403]

6-5/8" [168]Ø

30-3/4" [781]
15-3/8" [391]

8-13/16" 
[224]

16-5/16" [414]

1/2" [13]

GAS LINE ACCESS

6" 
[152]

2-3/16" [56]

32-1/16" [814]
33-9/16" 

[853]

41" [1041]

36-1/8" [918]
1" [25]

37-5/8" 
[956]

21-1/2" 
[546]

3-9/16" 
[90]

ELECTRICAL
ACCESS

6-7/8" 
[175]

26-7/8" 
[683]

39-15/16" 
[1014]

37-7/8" 
[962]

8" [203]Ø

5" [127]Ø

HEAT
MANAGEMENT

SYSTEMS
ACCESS 14" [356]

9-1/8" 
[232]

MANTEL CLEARANCE 
MEASUREMENTS START HERE

ACTUAL 
DIMENSIONS

FRONT WIDTH HEIGHT DEPTH GLASS SIZE BTU/HOUR INPUT

41" [1041] 37-7/8" [962] 16-5/16" [414]
32-1/16" x 21-1/12"

[814 X 546]
15,000 - 30,500 BTUs (NG)
15,000 - 29,500 BTUs (LP)

TOP VIEW

FRONT VIEWLEFT SIDE RIGHT SIDE

FRAMING 
DIMENSIONS

FRONT WIDTH HEIGHT DEPTH WEIGHT

42" [1067] 38-1/4" [972] 16-1/4" [413] 145 LBS [66 KGS]

42" 
[1076]

DVP pipe 10" [254]
SLP pipe 8-5/8" [245]

38-1/4" 
[972]

16-1/4" [413]

Adjust framing dimensions for interior chase 
sheathing (such as sheetrock)

45-1/2"
[1156]

45-1/2"
[1156]

64-3/8"
[1635]

16-5/8"
[422]

1/2"
[13]

Reference install manual for additional 
venting scenario's

BASIC CORNER INSTALLATION



Specifications QUARTZ 36 PLATINUM

Note: All 
measurements 
in inches.

COMBUSTIBLE MANTEL PROJECTIONS
Minimum Vertical and Maximum Horizontal 

                      Dimensions of Combustibles

NON-COMBUSTIBLE  MANTEL PROJECTIONS

Minimum Vertical and Maximum Horizontal 

 

Dimensions of Non-Combustibles

 

Note: All 
measurements 
in inches.
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Combustible Mantel Leg or Wall Projections 
                      (Acceptable on both sides of opening)

COMBUSTIBLE MANTEL LEGS OR WALL 
PROJECTIONS

NON-COMBUSTIBLE MANTEL LEGS OR 
WALL PROJECTIONS

UNLIMITED

TOP VIEW

FIREPLACE OPENING

3" MIN.

6" MAX.

Non-Combustible Mantel Leg or Wall Projections 
                      (Acceptable on both sides of opening)

Combustible Mantel Leg or Wall Projections 
                      (Acceptable on one side of opening)

2-7/8" 
MIN 36" MAX.

INTERIOR WALL
TOP VIEW

MANTEL LEG OR WALL PROJECTIONS

FIREPLACE OPENING

1/2" MIN 

UNLIMITED

TOP VIEW

5-7/8" 
MIN.

FIREPLACE OPENING

INTERIOR WALL

3" MIN.

TOP OF HOOD OR 
FIREPLACE OPENING

Measurement from fireplace opening to bottom of appliance: 
33-9/16".  Measurement is taken from the top of the opening, 
NOT the top of the fireplace. 

TOP OF HOOD OR 
FIREPLACE OPENING

Measurement from fireplace opening to bottom of appliance: 
33-9/16".  Measurement is taken from the top of the opening, 
NOT the top of the fireplace. 



Specifications QUARTZ 36 PLATINUM

EXTERIOR CHASE MINIMUM HEIGHT REQUIREMENTS WALL PENETRATION

40"
[1016]

26-7/8"[683]

41"
[1041]* 27-7/8"

[708]*

10"

10" 10"

12"

DO NOT PACK VENT FRAMING HOLE WITH INSULATION
OR OTHER MATERIAL.

*Shows center of vent framing 
hole for top or rear vening.  
The center of the hole is 1" 
[25mm] above the center of the 
horizontal vent pipe.

C = 46-1/4"

____ B*

A

= REQUIRED MINIMUM OFF 
   TOP = 0 IN. 

D = 3" MIN.

* NOTE:  If overhang “A” is less than 2", 
clearance from top of termination cap to 
 bottom of overhang “B” MUST be a 
 minimum of 4". If dimension A is greater 
 than 2”, see installation manual.
  

A - Measured from back of vent cap to end of overhang
B - Measured from bottom of overhang to top of termination cap
C - Measured from bottom of appliance to combustible surface
D - Measured from top of vent pipe to combustible surface

PRODUCT LISTING CODES

US ANSI Z21.88-2014

CAN CSA 2.33-2014

UL307B

Product information provided is not 
complete and is subject to change 
without notice. Product installation 
must adhere strictly to instructions 
accompanying product to avoid risk
of fire and potential injury.

MAJ/QUARTZ_QUARTZPLA36IN_1222

Majestic — A Brand of Hearth & Home Technologies
7571 215th Street West | Lakeville, MN 55044

877-486-9123 | majesticproducts.com

If using heat management please refer to the fireplace installation 
manual for framing guidelines and reduced mantel clearances.  
Additional information on venting, TV clearances, finishing 
requirements, fronts, etc can be found in the installation and owner's 
manual


