**Specifications**

Please consult the manufacturer's installation manual for all details and requirements before making a final design layout decision.

**PRIMO48ST**

48” See-Through Direct Vent Gas Fireplace

<table>
<thead>
<tr>
<th>MODEL</th>
<th>FRONT WIDTH</th>
<th>BACK WIDTH</th>
<th>HEIGHT</th>
<th>DEPTH</th>
<th>GLASS SIZE</th>
</tr>
</thead>
<tbody>
<tr>
<td>PRIMO48ST</td>
<td>Actual 59-1/2</td>
<td>Framing 60-1/4</td>
<td>Actual 59-1/2</td>
<td>Framing 60-1/4</td>
<td>Actual 30-9/16</td>
</tr>
</tbody>
</table>

---

**Diagram**

- **Top**
  - Ø 8’’ [203] CENTERED ON APPLIANCE
  - 59-1/2’’ [1511]
  - 17-3/16’’ [437]
  - 8-5/8’’ [219]

- **Front**
  - 23-13/16’’ [605]
  - 8-1/4’’ [210]
  - 3-1/2” [89]
  - 51-1/16” [1297]
  - 60-15/16” [1547]

- **Left**
  - 30-9/16’’ [776]
  - 2-5/16’’ [59]
  - 7-11/16’’ [195]
  - 4” [102]

- **Right**
  - 39-1/2’’ [1003]
  - 2-1/16’’ [52]
  - 37” [940]

*Minimum Vent Height (using SLP90)*

---

Additional information can be found online at [www.heatnglo.com](http://www.heatnglo.com)
FINISHED OPENING DIMENSIONS

NOTE: Sheetrock (1/2") may be installed up to appliance opening.

Clean Face Finish (Black Glass Interior)

Black Granite Surround Finish (Black Glass Interior)

NOTE: Sheetrock (1/2") may be installed up to appliance opening.
Specifications

APPLIANCE LOCATION

Framing Dimension

MANTEL PROJECTIONS

CLEARANCES TO COMBUSTIBLES

MANTEL LEG/WALL PROJECTIONS - EXTENDING PAST THE FACE OF THE FIREPLACE

WALL PENETRATION

PRODUCT LISTING CODES

Additional information can be found online at www.heatnglo.com

Web: heatnglo.com
Phone: (888) 427-3973  (952) 985-6000
E-mail: infoheatnglo.com

Acceptable on both sides of opening
Combustible or Non-combustible

*   Adjust framing dimensions for interior sheathing (such as sheetrock)
**  Header depth not to exceed 3-1/2"
***  If appliance is installed off of floor, maintain required clearances to combustibles. Construct platform in accordance with local building codes.

Product information provided is not complete and is subject to change without notice. Product installation must adhere strictly to instructions accompanying product to avoid risk of fire and potential injury.