
Specifications SF-SCN55

Please consult the manufacturer’s 
installation manual for all details and 
requirements before making a final 

design layout decision. 

Scion 55"  
Electric Fireplace

MODEL
WIDTH HEIGHT DEPTH VIEWING AREA

[E x D]Actual (A) Framing Actual (B) Framing Actual (C) Framing

SF-SCN55 56-1/4" 
[1429]

57"
[1448]

24-1/16 
[611]

24-1/4"
[616]

7-1/2" 
[193]

7-5/8" 
[194]

53-3/8" x 16-3/8" 
[1355 x 415]

8 SimpliFire  • SF-SCN43, SF-SCN55  •  SF-SCN-MAN-B  •  2/25

33 Getting Started 

Before beginning the installation be sure that the following 
tools and building supplies are available.

• Tape measure
• Gloves
• Level
• Square
• Magnetic screwdriver, or electric screw gun with

Phillips bit 
• Safety glasses
• Drill
• Type NM-B Wire Strain Relief

C. Tools and Supplies Needed
Parts and Hardware List

Part  Description
Quantity

SF-SCN43 SF-SCN55
Appliance 1 1
Instruction Manual 1 1
Remote Control 1 1
AAA Battery 2 2
Black Glass Ember 2 bags 3 bags
Small Clear Crystal Media 2 bags 2 bags
Large Clear Crystal Media 2 bags 2 bags
Log Set 12 logs 14 logs
Mounting Brackets           
(Attached to appliance) 4 4

Suction Cup 1 1
ST4x40 Screws 
(Appliance to framing) 4 4

ST4X8 Screws 4 4
M4X8 Screws 6 6
Front Viewing Glass 1 1
Side Panels (Right and Left) 2 2
Glass Brackets 2 2

A. Parts and Hardware

Figure 3.1   Appliance Dimensions

Model A B C D E F G H I

SF-SCN43
in. 44-1/2 24-1/16 7-1/2 16-3/8 41-1/2 5-7/8 1-3/8 11/16 12-1/4

mm 1130 611 193 415 1055 149 35 18 311

SF-SCN55
in. 56-1/4 24-1/16 7-1/2 16-3/8 53-3/8 5-7/8 1-3/8 11/16 12-1/4

mm 1429 611 193 415 1355 149 35 18 311

NOTE:  A & B dimensions include louver projection on sides and top panels.

B. Appliance Dimensions
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ELECTRICAL CONNECTION REQUIREMENTS
CIRCUIT CONNECTION METHOD BTUS
15 AMP, 120V/60 Hz/1400W Hardwire only 5,000
20 AMP, 240V/60 Hz/2800W Hardwire only 10,000



Specifications

Product information 
provided is not complete 
and is subject to change 
without notice. Product 
installation must adhere 
strictly to instructions 
accompanying product 
to avoid risk of fire and 
potential injury.

C

®

US

SF-SCN55

MINIMUM CLEARANCES TO COMBUSTIBLES

APPLIANCE LOCATION

MANTEL PROJECTIONS

FINISHING DIMENSIONS

AREA CLEARANCES

SIDES 0"

FLOOR 0"

TOP TO MANTEL 5/8"

BACK 0"

FRONT 36" [914]

min.0

Mantel

  Mantel
   Depth
 Unlimited

24-1/4
[616]

7-5/8
[194]

57
[1448]

Note:  Width & depth dimensions include 
louver projections on side and top panels 

Note:  Framing dimensions need 
to be adjusted for thickness of 
chase interior wall sheathing, 
if applicable 

EF/HHT/SF-SCN55_0325

min. 0 in.
to wall

min.0Floor

SimpliFire — A Brand of Hearth & Home Technologies
7571 215th Street West | Lakeville, MN 55044
888-427-3973 | 952-985-6000 | fireplaces.com

APPLIANCE CERTIFICATION

MODEL: SF-SCN55

LABORATORY: CSA International and 
Underwriters Laboratories, Inc (UL)

TYPE: Electric Air-Heaters; Fixed and 
Location-Dedicated Electric Room Heat-
ers

STANDARD: CSA C22.2 No 46-13; UL 
2021 (4th Edition)

Mantel Min 5/8"


